BALLISTIC LIVE
FIRE BLOCKS

VAN DYCK

500mm x 250mm x 50mm 500mm x 500mm x (20-50mm)
Ballistic rubber blocks are meant for direct fire as Ballistic rubber panels/tiles are meant for
a backstop and are designed to encapsulate indirect fire (side walls, ceilings, floors) and are
rounds, defeat ricochet, reduce splatter, and designed to reduce ricochet, splatter, and
airborne lead. airborne lead.

Testing done using the following ammunition at 5 meters:

Handgun calibers: Rifle calibers:

9mm FMJ 147gr, 115gr, 124gr .223 /5.56 X 45mm NATO JHP

9mm JHP 124gr + p + 57gr armour piercing 39gr (4100fps)

A0 s/w FMJ165gr, JHP 180gr 7.62 X 39mm - JHP 122gr

A5 ACP FMJ 230gr, JHP 230gr +p

44 s/w magnum JHP 240gr, FMJ 240gr Shotgun:

.357 SIG FMJ 90gr, FMJ 125gr, JHP 115gr

Armour piercing 54gr (2450fps) 12 gauge 00 buck

Our products are 100% designed and manufactured in South Africa Part of PFE In'rernqﬂ(:r;ol Inc. Group of
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